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MADE IN ITALY
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The KME PLUS  series, Poly V belt-driven, guarantees important and 
cutting-edge advantages in virtue of KTC’s development in engineering 
and pioneering technology and is embodied by a compact, easy-to-use 
system, occupying just a modest amount of space, with a noticeable 
power efficiency and a significant long lifecycle. Total function control 
through a user-friendly electronic board. Extremely low noise levels 
as well as reduced maintenance costs and times. A Poly-V belt-driven 
system and cast-iron taper-hub pulleys ensuring the highest reliability 
in any work condition. Reduced overall dimensions and simplified 
installation are a winning card to overcome space problems.

EXTREMELY COMPACT, GROUNDED,
SMALL-FOOTPRINT COMPRESSOR.

Special care has been given to the design of the compressor internal 
structure. The motor and the main running parts of the compressor are 
fixed to a unique load-bearing frame with anti-vibration elements that 
isolate all the running components from the rest of the structure and 
remain free from any fastenings to external panels of noise insulation.

Compactness Easy Fitting Low NoiseLight Weight

KME PLUS
SERIES

MADE IN ITALY

– Oil-injected air-end
- Minimum pressure valve
– Thermostatic valve

– Intake valve
- Tank separator

COMPACT AIR-ENDS INTEGRATED
IN JUST ONE SYSTEM

Manufactured with the objective of an efficient and long-lasting 
steady performance, all of our air-ends guarantee a better air 
flowrate with minimum energy consumption. Equipped with wear-
and-tear resistant bearings and highly sophisticated machined 
components and these air-ends make an extremely low level of noise 
during their work phase and require very low maintenance costs. 
Top-notch pumping system with integrated unit allows extremely 
reduced overall dimensions, grouping together the following 
components:
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DRIVING SYSTEM

Coupling of electrical engine with compression unit has to guarantee 
driving stabililty during a work phase. The plate system with a sliding 
electrical motor is designed to prevent stress to rotating parts. Our 
machine, availing itself of a poly-v belt-driven system with cast-
iron taper-hub pulleys, always ensures the utmost reliability in any 
work condition and limits power loss with low noise level of rotating 
elements together with their perfect alignment. Moreover, an easy 
system of belt tightening allows an accurate adjustment of the belt 
itself.

HIGH PERFORMANCE ELECTRIC MOTOR

The electric motor used by the compressor is a PREMIUM 
EFFICIENCY IE3: it guarantees compliance with the minimum 
efficiency requirements (MEPS) specified by the EU community.
This first-class performance guarantees energy savings over time 
and the best in class reliability of a high standard certified product.

ELECTRONIC CONTROL BOARD

Based on direct, user-friendly reading, it runs all the machine functions 
safely through a microprocessor, from control of safety alarms (oil 
temperature, electrical engine, control of cooling electrical fan, 
maintenance time) to command systems (start-stop, alarm reset). 
The access to all microprocessor functions is protected by password 
(supplied only to authorized staff).

THE CONVENIENCE OF A KTRONIC 100 CONTROLLED 
TOUCH SCREEN

A KTRONIC 100 controlled touch screen is optionally available for the 
KME PLUS series: performance and maintenance are easily monitored. 
The KTRONIC 100 makes remote monitoring of the compressor possible 
when an LAN connection is present.
Energy savings are possible thanks to a built-in timer that allows 
adjustment of the working pressure around the clock. A log of the working 
state of the compressor is automatically kept providing invaluable data 
when optimizing the cost of compressed air.

REMOTE CONTROL AND CONNECTIVITY

The KTRONIC 100 electronic controller can be connected to a LAN, 
doing so, allows monitoring and management of the compressor from 
a remote PC or smartphone.
The USB port can be used to: export compressor’s data for in depth 
analysis, and to manage software updates.
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KME PLUS

MAINTENANCE

All internal parts are easily accessible without any operating difficulty. 
Replacement of oil-air filters and filter separators takes place by simply 
disassembling a panel, which is remarkably time-saving and cost-
reducing.

EXTENDED WARRANTY

KME offers extended warranty packages to ensure that your 
compressor remains efficient: the packages SMART36m, SMART48m, 
and SMART60m provide coverage from three to five years. These are 
ideal when compressed air is an important part of your company’s 
processes. A specific maintenance program with dedicated kits, will 
assure easy and cost effective compressors’ maintenance.
The extended warranties can be purchased with a simple one-time fee.

AIR-OIL RADIATORS

Package model, with a wide exchange surface, designed to maintain 
a low level of flows and air even in an environmental condition with 
high temperatures. Vacuum-brazed radiators in aluminium alloy 
with highly efficient tubular parts.

SOFT STARTER SYSTEM

The optional soft starter system controls effectively motor startup and 
acceleration providing smoother startups than conventional Start-
Delta systems. The soft starter system improves startup by controlling 
the power delivered to the motor, thus increasing performance and 
reliability of the entire system.

NOISE KEPT AT A MINIMUM

KME PLUS is fitted with a professional grade double thickness 
soundproofing foam with fire retardant and oil resistant characteristics 
for maximum protection and easy cleaning.

SYSTEM OF AIR PRE-FILTER

Engineered to be easily disassembled and cleaned, this component 
is of vital importance for a long-lasting air intake filter maintenance 
and air-end performance.

Compactness Easy Fitting Low NoiseLight Weight

   KME PLUS 25 - 40HP - Base Mounted

Type HP PSI CFM dBA Voltage Phase Dimensions Weight

KME PLUS 25HP 25
125 102,0

67 208/230/460 3 47x39x56 828150 90,0
190 70,0

KME PLUS 30HP 30
125 125,0

67 208/230/460 3 47x39x56 828150 107,0
190 86,0

KME PLUS 40HP 40
125 166,0

68 208/230/460 3 47x39x56 828150 149,0
190 116,0
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To guarantee the continued improvement 
of our range of products, KTC reserves 
the right to up-date the technical 
characteristics shown in this catalogue 
without prior notice.
Specifications of product are clearly 
indicated. Photographs are for illustrative 
purposes only.

KME PLUSKTC S.r.l
Via Almerico da Schio, 4/A-B
36051 Creazzo (Vicenza) Italy
T +39 0444-551759
F +39 0444- 1510104

www.ktc-air.com
info@ktc-air.com
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